
Specifikacija

Brzina štampanja
 

Boja : Crna
Brzina štampan ja (crna, normalan kvalitet, A4/US Letter) : Up to 42ppm  

Duplex štampanje : Ne
 

Max.rezolucija : 1200 x 1200 dpi

 

Tehnologija štampe : Laser

 

Vreme do štampanja prve strane (Crno,normalno) : 10s

 

Ulazni i izlazni kapacitet
 

Ukupni izlazni kapacitet : 150-sheet output bin 
 

Ukupni ulazni kapacitet : 
100-sheet multipurpose Tray 1, 250-sheet input Tray 2

 

Rukovanje papirom
 

Maksimalna veličina papira ISO A-serije :  Tray 1: 76 x 127 to 216 x 356 mm; Tray 2, optional Tray 3: 104.9 x 
148.5 to 2165.9 x 356.6 mm 

Podržane vrste medija : 

Paper (plain, EcoFFICIENT, light, heavy, bond, colored, letterhead, 
preprinted, prepunched, recycled, rough); envelopes; labels

 

Kategorija:  LASERSKI 
Proizvođač:  HP 
Štampač HP LaserJet Pro 4003dn 
1200x1200dpi/256MB/40ppm/USB/network, 
Toner W1510, 2Z609A

Maloprodajna cena: 32.990,00 RSD

Web cena: 31.290,00 RSD

Ušteda: 1.700,00 RSD

Šifra: 2Z609A
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Portovi i interfejsi
   

Konektor za USB : Da

Broj USB 2.0 portova : 
1 Hi-Speed USB 2.0; 1 host USB at rear side

Mreža

Bluetooth : Ne  

Eternet LAN : Da

 

Tehnologije mobilnog štampanja : 
HP Smart App; Apple AirPrint™; Mopria™ Certified 

Wi-Fi : Ne
 

Wi-Fi Direct : Ne

 

Performanse

Frekvencija procesora : 1200 MHz  

Interna memorija : 256 MB

Dizajni Boja proizvoda : Bela
Displej : CGD 

Menadžment potrošnje

Potrošnja energije :  495 watts (active printing), 5.5 watts (ready), 0.5 watts (sleep), 0.5 
(Auto Off/Wake on LAN, enabled at shipment), 0.05 watts (Auto-
off/Manual-on), 0.05 (Manual Off) (Power requirements are based on 
the country/region where the printer is sold. Do not convert operating 
voltages. This will damage the printer and void the product warranty.)

 

Ulazni napon naizmenične struje : 
 

110-volt input voltage: 110 to 127 VAC (+/- 10%), 50/60 Hz (+/- 2 Hz); 
220-volt input voltage: 220 to 240 VAC (+/- 10%), 50/60 Hz (+/- 2 Hz) 
(Not dual voltage, product varies by part number with # Option code 
identifier)

Radni uslovi

Radni opseg vlažnosti : -20 - 60  

Raspon radne temperature (T-T) : 50 to 91°F 
 Raspoloživost robe možete proveriti pozivanjem Call Centra na 032/340-410

Cena na sajtu su iskazane u dinarima sa uračunatim porezom, a plaćanje se vrši isključivo u dinarima. 

Nastojimo da budemo što prezicniji u opisu proizvoda, prikazu slika i samih cena, ali ne možemo garantovati da su sve 
informacije kompletne i bez grešaka. Svi artikli prikazani na sajtu su deo naše ponude i ne podrazumeva da su dostupni u 

svakom trenutku.


